
SymbolStandardNumber of 
fibresApplication

OPTICAL FIBRE OUTDOOR CABLE OF LOOSE TUBE CONSTRUCTION

Z-(VX)OTKtsd
Z-(XV)OTKtsd
Z-(XV)OTKtsD
Z-(VX)OTKtsD

A-DQ(ZN)2Y4Y
A-DQ(ZN)B2Y4Y
A-DQ(ZN)4Y2Y

ZN-EK-103:2001

DIN VDE 0888

4-288
Cables with polyamid, anti-rodent protection suitable    

for laying in ducts or for direct burial.
Permissible bending radius for cable >20 x outer diameter.

Z-XOTKtsdpZN-EK-108:20012-24Flat cable of the loose tube construction, can be laid into primary
or secondary ducts systems-particularly when space limitations occurs

Z-XXOTKtsFtl
ZKS-XXOTKtsFo
ZKS-XXOTKtsFf

A-DQ(ZN)2Y(SR)2Y

ZN-EK-103:2001
ZN-TF-13:2001

DIN VDE 0888

4-288

Cables armoured by:
steel varnish types suitable for direct burial in areas of high-risk damages

steel wires suitable for direct burial in areas of high risk damages
and river crossings steel corrugated tape suitable for direct burial in areas

of high risk damages or attacks made by rodents.
Permissible bending radius for cable >30 x outer diameter

OPTICAL FIBRE MINING CABLES

YOTKGtsFoyn
NOTKGtsFoN
YOTKGtsFfyn
NOTKGtsFfN

ZN-TF-015:20024-72

Designed for connection between optoelectronic system devices,
for laying on the ground or under ground in mining areas

Permissible tensile force during operation 2 kN (for...Fo... cables)
Permissible tensile force during installation. 6 kN (for...Fo... cables)

Range of temperature:
Operating from –20°C to +70°C

Storage and transport from-20°C to +70°C
Laying and installation from –5°C to +60°C

Permissible bending radius for cable >30 x outer diameter

YOTKGtsDFoyn
NOTKGtsDFoN
YOTKGtsDFfyn
NOTKGtsDFfN

ZN-TF-015:20024-72

Designed for connection between optoelectronic system devices,
for laying on the ground or under ground in mining areas.

Permissible tensile force during operation 3 kN ( for…Fo…cables )
Permissible tensile force during installation 8 kN ( for…Fo… cables )

Range of temperature:
Operating from –20°C to +70°C

Storage and transport from-20°C to +70°C
Laying and installation from –5°C to +60°C

Permissible bending radius for cable >30 x outer diameter

OPTICAL FIBRE OUTDOOR, SELF SUPPORTING CABLE OF LOOSE TUBE CONSTRUCTION

ADSS-
XXOTKtsdD

ZN-EK-
107:01:20024-144

Self-supporting cables, suitable for suspending on poles
and supports in open space.

A cable may be suspended on poles of power lines and railway track.
Range of temperature:

Operating from –40°C to +70°C
Storage and transport from –40°G to +70°C
Laying and installation from –15°C to +60°C

Permissible bending radius for cable >20  x outer diameter
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    PRODUCTION RANGE COMPRISES:

• Low voltage power, control and instrumentation cables 
   for fixed installation and flexible cords
• Rubber insulated cables
• Medium and high voltage power cables
• Shipboard cables
• Cables according to UL standards
• Mining cables
• Bare and insulated overhead conductors
• Bare wires and conductors
• Automotive wires
• Winding wires
• TV, SAT and AUDIO cables
• Telephone, fibre optic, data and computer cables

Quality certifications: ISO 9001, ISO 14001

   TELE-FONIKA KABLE MANUFACTURE ACCORDING TO:

30-663 Kraków, ul. Wielicka 114, POLAND
phone: +48 12 652 59 05 / fax: +48 12 652 59 28

e-mail: export@tfkable.pl
http://www.tfkable.pl
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Symbol Standard Number of 
fibres Application

OPTICAL FIBRE CABLES

A-DQ(ZN)2Y
VDE 0888-3

DIN EN 187000
DIN EN 188000

4-144

Cables reinforced with aramid yarn, available with a central bundle core
and stranded version ( at fibre number greater than 12 )  suitable

for laying in ducts or for direct burial and may be suspended on supports,
on poles of power lines and railway tracks.

Permissible bending radius for cable >20 x outer diameter.

J-D(ZN)H
J-D(ZN)Y

VDE 0888-6
DIN EN 187000
DIN EN 188000

4-144

Indoor reinforced, flame retardant cables suitable for laying out door
in railway and road channels, in mines and vertical or horizontal suspension.

The halogen-fee version is especially suitable for the application
in skyscrapers, hospitals and stores.

Permissible bending radius for cable >20 x outer diameter

J-V(ZN)H
VDE 0888-6

DIN EN 187000
DIN EN 188000

2-24 Indoor fibre optic cable used for the data network cabling
at the indoor environment.

J-V(ZN)H simplex
VDE 0888-4

DIN EN 187000
DIN EN 188000

1
Cables of tight tube, 0.9 μm, buffer.

Range of temperature:
operating from -20°C to +60º C

OPTICAL FIBRE CABLES CERTIFICATED – UKRSEPRO (Ukraine)

Z-XOTKt(s)d
IEC 60793-1

IEC 60794-1-1
GOST 18690-82

4-288 Optical fibre cables for primary and secondary cable ducts.
Permissible bending radius for cable >20 x outer diameter

Z-XOTKt(s)dD
IEC 60793-1

IEC 60794-1-1
GOST 18690-82

4-288
Cables reinforced with aramid yarn, suitable for laying in ducts 

or for direct burial and may be suspended on supports, 
on poles of power lines and railway tracks. 

Permissible bending radius for cable >20 x outer diameter.
Z-XXOTKt(s)dD

IEC 60793-1
IEC 60794-1-1

GOST 18690-82
4-288

ZKS-XXOTKtsFf
IEC 60793-1

IEC 60794-1-1
GOST 18690-82

4-144
Cables armoured by steel corrugated tape suitable for direct burial 

in areas of high risk damages or attacks made by rodents
Permissible bending radius for cable >30 x outer diameter

W-YOTKSd
W-YnOTKSd
W-NOTKSd

IEC 60793-1
IEC 60794-1-1

GOST 18690-82
1-24 Designed for connection between optoelectronic system devices,

for indoor installation. Cables of tight tube, 0.9 μm, buffer.
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The present position of the company is the result of dynamic development supported by the realization of investment projects from 1994 to 2003, including the 
purchase of Krakowska Fabryka Kabli SA (1998) and Elektrim Kable SA (2002). Over 25,000 different types of cable and wires produced in the companyôs plants loca-
ted in Krak·w, MyŜlenice, Szczecin, Bydgoszcz, Chernihiv (Ukraina), Zajeļar (Serbia), are delivered to customers in more than 50 countries worldwide.Our products 
have certificates confiming their highest quality and accordance with requirements of international standards defined by the certifying institutions.

COMPANY SITE

41-902 Bytom, ul.Skğadowa 2
tel.: +48 32 397 63 00,  fax +48 32 397 63 03

BOARD SITE

30-663 Krak·w, ul. Wielicka 114
tel.: +48 12 652 50 00,  fax +48 12 652 51 56

DOMESTIC MARKET OFFICE

30-663 Krak·w, ul. Wielicka 114
tel.: +48 12 652 59 50,  fax +48 12 652 59 97

CUSTOMER SERVICE OFFICE

30-841 Krak·w, ul. Nad DrwinŃ 20
tel.: +48 12 651 40 00,  fax: +48 12 6521 42 00

85-197 Bydgoszcz, ul .FordoŒska 152
tel.: +48 52 582 92 71 +48 52 582 95 40 
fax: +48 52 342 18 41 +48 52 582 95 55

70-895 Szczecin, ul Kablowa 1
tel.: +48 91 46 10 579  fax: +48 91 46 10 241

EXPORT OFFICE

30-663 Krak·w, ul. Wielicka 114
tel.: +48 12652 59 05 fax: +48 12 652 59 28

The company was founded in 1992 and currently operates at the following Production Locations:

TELE-FONIKA Kable S.A  one of the biggeset cable producers in Europe.

MANUFACTURING PLANTS

Factory TF 1 - Myŝlenice

32-400 MyŜlenice ul. H. Cegielskego 1
tel.: +48 12 372 71 00,  fax: +48 12 274 29 68

Factory TF 2 - Krak·w

30-841 Krak·w ul. Nad DrwinŃ 20
tel.: +48 12 651 40 00  fax: +48 12 651 42 00

Factory TF 3 - Krak·w

30-663 Krak·w ul. Wielicka 114
tel.: +48 12 652 50 00  fax: +48 12652 51 56

Factory TF 4 - Szczecin

70-895 Szczecin ul. Kablowa 1
tel.: +48 91 461 03 88  fax: +48 91 461 03 01

Factory TF 5 - Bydgoszcz

85-957 Bydgoszcz ul. ForodoŒska 152
tel.: +48 52 364 32 10,  fax: +48 52 342 18 41

Factory TOW ăTF Kabel Ukrainaó (TOB ăTŬ Kaʚeʤb ʌkpaʿʦaó)

Ukraina 14007 Chernihiv
Kiltseva 3

tel./fax +380 462 679 597
tfk -ua@ukrpost.net

Factory FABRIKA KABLOVA ZAJEļAR AD

19000 Zajeļar, Negotinski put bb, SERBIA
tel.: ++381(0)19 444 333
fax.:++381(0)19 423 530

e-mail: fkz@fkz.point-group.com
http:// www.fkz.co.yu

I Division
COOPER CABLE COMPANY
Interlink Park, Bardon Hill Nr. 
Coalville Leicestershire LE67 1LA
         Great Britain
Tel: 0870 000 6242, Fax: 0870 000 6241
info@copper-cable.co.uk
http://www.copper-cable.co.uk

 III Division

TELE-FONIKA Kabely CZ s r.o.
Oborn²k 31
789 01 Z§bŚeh
          Czech Republic
Tel: +420 583 480 720, Fax: +420 583 480 728
tfkabely@tfkabely.cz
http://www.tfkabely.cz
TELE-FONIKA Kable SLOVAKIA s.r.o.
Niklov§ 4346
926 01 Sered
          Slovakia
Tel: +421 918 320 030
tfkable@tfkable.sk
http://www.tfkable.sk

TELE-FONIKA Kable SLOVAKIA s.r.o.
Niklov§ 4346
926 01 Sered
          Slovakia
Tel: +421 918 320 030
tfkable@tfkable.sk
http://www.tfkable.sk

VI Division
TELE-FONIKA Cable Americas
1160 Pierson Drive, Suite 102 Batavia
IL 60510
        USA
Tel: 630 406 9000, Fax: +630 406 6574
rluczak@tfcable.co
http://tfcable.com

VII Division
TF Kable NORDIC AB
Bjurºgatan 36
211 24 Malmº
           Sweden
Tel: +46 40 18 04 90, Fax: +46 40 93 34 45
marko.horngren@cccnordic.com

VIII Division
UAB TELE-FONIKA Baltic
Kalantos 59
LT-52304 Kaunas
        Latvia
Tel: +370 373 286 22, Fax: +370 373 286 22
ofýce@tfbaltic.lt
http://www.tfbaltic.lt

 IX Division

TOW ăTF Kabeló(TOB ăTŬ Kaʚʞʤʵó)
Heroiv Stalingradu 20
04210 Kyiv
           Ukraina
Tel/Fax: +380 44 537 65 25
ofýce@tf-cable.com
http://www.tf-cable.com

IV Division
TELE-FONIKA (France)
4, rue Louis-N®el
21 600 Longvic
        France
Tel: +33 3 80 65 25 10, Fax: +33 3 80 65 27 04
ventes@tffrance.fr
TELE-FONIKA Kable SA (Spain, Portugal, Italy, 
Greece, Algeria, Tunisia, Marocco)
ul. Wielicka 114
30-663 Krak·w
       Poland
Tel.: +48 12 652 59 05, Fax: +48 12 652 53 28

COOPER CABLE COMPANY Representatives:
Cooper Cable Company Ltd.
SAIF Zone, Sharjah [ ZEA ]
Tel: +971 6 5573 828, Fax: +971 6 5573 858
kasia@copper-cable.co.uk

Cooper Cable Company Ltd. - Australia 
Suite 9, 974 High Street, Armadale
Vic 3143
         Australia
Tel: +61 3 9576 2368, Fax: +61 3 9576 0734
Rob@copper-cable.co.uk

V Division
TELE-FONIKA Kable Handel SA
ul. Wielicka 114
30-663 Krak·w
        Poland
Tel: +48 12 652 59 50, Fax: +48 12 652 59 97

 II Division
TELE-FONIKA Kable GmbH Central Europe
Kleinh¿lsen 29
D-40721 Hilden
          Germany
Tel: +49 2103 584 0, Fax: +49 2103 584 150
http:// www.tele-fonika-europe.com

TELE-FONIKA Kabli d.o.o.
Puhova ulica 18
2250 Ptuj
          Slovenia
Tel: +386 8 200 10 42, Fax: +386 2 77 11 540
ofýce@tfkabli.si
http://www.tfkabli.si
TELE-FONIKA Kabel Kft.
Nagytetenyi ut 220
1225 Budapest
          Hungary
Tel: +363 30 56 24 452
Sandor.Lengyel@tfkabel.hu
http://www.tfkabel.hu
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The present position of the company is the result of dynamic development supported by the realization of investment projects from 1994 to 2003, including the 
purchase of Krakowska Fabryka Kabli SA (1998) and Elektrim Kable SA (2002). Over 25,000 different types of cable and wires produced in the companyôs plants loca-
ted in Krak·w, MyŜlenice, Szczecin, Bydgoszcz, Chernihiv (Ukraina), Zajeļar (Serbia), are delivered to customers in more than 50 countries worldwide.Our products 
have certificates confiming their highest quality and accordance with requirements of international standards defined by the certifying institutions.
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Symbol Standard Number of 
fibres Application

OPTICAL FIBRE OUTDOOR CABLE OF LOOSE TUBE CONSTRUCTION

Z-(VX)OTKtsd
Z-(XV)OTKtsd
Z-(XV)OTKtsD
Z-(VX)OTKtsD

A-DQ(ZN)2Y4Y
A-DQ(ZN)B2Y4Y
A-DQ(ZN)4Y2Y

ZN-EK-103:2001

DIN VDE 0888

4-288
Cables with polyamid, anti-rodent protection suitable    

for laying in ducts or for direct burial.
Permissible bending radius for cable >20 x outer diameter.

Z-XOTKtsdp ZN-EK-108:2001 2-24 Flat cable of the loose tube construction, can be laid into primary
or secondary ducts systems-particularly when space limitations occurs

Z-XXOTKtsFtl
ZKS-XXOTKtsFo
ZKS-XXOTKtsFf

A-DQ(ZN)2Y(SR)2Y

ZN-EK-103:2001
ZN-TF-13:2001

DIN VDE 0888

4-288

Cables armoured by:
steel varnish types suitable for direct burial in areas of high-risk damages

steel wires suitable for direct burial in areas of high risk damages
and river crossings steel corrugated tape suitable for direct burial in areas

of high risk damages or attacks made by rodents.
Permissible bending radius for cable >30 x outer diameter

OPTICAL FIBRE MINING CABLES

YOTKGtsFoyn
NOTKGtsFoN
YOTKGtsFfyn
NOTKGtsFfN

ZN-TF-015:2002 4-72

Designed for connection between optoelectronic system devices,
for laying on the ground or under ground in mining areas

Permissible tensile force during operation 2 kN (for...Fo... cables)
Permissible tensile force during installation. 6 kN (for...Fo... cables)

Range of temperature:
Operating from –20°C to +70°C

Storage and transport from-20°C to +70°C
Laying and installation from –5°C to +60°C

Permissible bending radius for cable >30 x outer diameter

YOTKGtsDFoyn
NOTKGtsDFoN
YOTKGtsDFfyn
NOTKGtsDFfN

ZN-TF-015:2002 4-72

Designed for connection between optoelectronic system devices,
for laying on the ground or under ground in mining areas.

Permissible tensile force during operation 3 kN ( for…Fo…cables )
Permissible tensile force during installation 8 kN ( for…Fo… cables )

Range of temperature:
Operating from –20°C to +70°C

Storage and transport from-20°C to +70°C
Laying and installation from –5°C to +60°C

Permissible bending radius for cable >30 x outer diameter

OPTICAL FIBRE OUTDOOR, SELF SUPPORTING CABLE OF LOOSE TUBE CONSTRUCTION

ADSS-
XXOTKtsdD

ZN-EK-
107:01:2002 4-144

Self-supporting cables, suitable for suspending on poles
and supports in open space.

A cable may be suspended on poles of power lines and railway track.
Range of temperature:

Operating from –40°C to +70°C
Storage and transport from –40°G to +70°C
Laying and installation from –15°C to +60°C

Permissible bending radius for cable >20  x outer diameter
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    PRODUCTION RANGE COMPRISES:

• Low voltage power, control and instrumentation cables 
   for fixed installation and flexible cords
• Rubber insulated cables
• Medium and high voltage power cables
• Shipboard cables
• Cables according to UL standards
• Mining cables
• Bare and insulated overhead conductors
• Bare wires and conductors
• Automotive wires
• Winding wires
• TV, SAT and AUDIO cables
• Telephone, fibre optic, data and computer cables

Quality certifications: ISO 9001, ISO 14001

   TELE-FONIKA KABLE MANUFACTURE ACCORDING TO:

30-663 Kraków, ul. Wielicka 114, POLAND
phone: +48 12 652 59 05 / fax: +48 12 652 59 28

e-mail: export@tfkable.pl
http://www.tfkable.pl

PN
EN
IEC
HD
ISO
BS
DIN
VDE
NF
CAN/CSA

GOST
SFS
NEK
NEN
SEV
SN
JUS
SS
BDS
I.S. IS

AS/NZS
CSN
NBN
SABS/SANS
ASTM 
UL
ICEA
NEMA
MW
AEIC

EATS
JIS 
UNI 
UNE
NSAI 
SIRM 
NFS 
SMIS
ANSI 
MIL

SymbolStandardNumber of 
fibresApplication

OPTICAL FIBRE CABLES

A-DQ(ZN)2Y
VDE 0888-3

DIN EN 187000
DIN EN 188000

4-144

Cables reinforced with aramid yarn, available with a central bundle core
and stranded version ( at fibre number greater than 12 )  suitable

for laying in ducts or for direct burial and may be suspended on supports,
on poles of power lines and railway tracks.

Permissible bending radius for cable >20 x outer diameter.

J-D(ZN)H
J-D(ZN)Y

VDE 0888-6
DIN EN 187000
DIN EN 188000

4-144

Indoor reinforced, flame retardant cables suitable for laying out door
in railway and road channels, in mines and vertical or horizontal suspension.

The halogen-fee version is especially suitable for the application
in skyscrapers, hospitals and stores.

Permissible bending radius for cable >20 x outer diameter

J-V(ZN)H
VDE 0888-6

DIN EN 187000
DIN EN 188000

2-24Indoor fibre optic cable used for the data network cabling
at the indoor environment.

J-V(ZN)H simplex
VDE 0888-4

DIN EN 187000
DIN EN 188000

1
Cables of tight tube, 0.9 μm, buffer.

Range of temperature:
operating from -20°C to +60º C

OPTICAL FIBRE CABLES CERTIFICATED – UKRSEPRO (Ukraine)

Z-XOTKt(s)d
IEC 60793-1

IEC 60794-1-1
GOST 18690-82

4-288Optical fibre cables for primary and secondary cable ducts.
Permissible bending radius for cable >20 x outer diameter

Z-XOTKt(s)dD
IEC 60793-1

IEC 60794-1-1
GOST 18690-82

4-288
Cables reinforced with aramid yarn, suitable for laying in ducts 

or for direct burial and may be suspended on supports, 
on poles of power lines and railway tracks. 

Permissible bending radius for cable >20 x outer diameter.
Z-XXOTKt(s)dD

IEC 60793-1
IEC 60794-1-1

GOST 18690-82
4-288

ZKS-XXOTKtsFf
IEC 60793-1

IEC 60794-1-1
GOST 18690-82

4-144
Cables armoured by steel corrugated tape suitable for direct burial 

in areas of high risk damages or attacks made by rodents
Permissible bending radius for cable >30 x outer diameter

W-YOTKSd
W-YnOTKSd
W-NOTKSd

IEC 60793-1
IEC 60794-1-1

GOST 18690-82
1-24Designed for connection between optoelectronic system devices,

for indoor installation. Cables of tight tube, 0.9 μm, buffer.
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